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FEBRUAR 23A

LEXYS Range

Mit 3M. Kable geliefert
Innenraum-Strahler mit einer Hochleistungs-LED 
ausgestattet.
Schwenkbarkeit 320°
Azimut 350°. (365° als Option) 
Filterhalter und Blendschutzklappen als Option zur 
Verfügung
Dimmbar über Dimmer, Casambi, Dali und Phase
Befestigung: Adapter und Deckenanschlussdose
Die Wahl der Remote-Stromversorgung hängt vom 
jeweiligen Projekt ab

LEXYS U-BRACKET 

POTENTIOMETERPOTENTIOMETER CAS   MBICAS   MBICAS   MBI

WARRANTY
YEARS
5

Saint Aignan Cloister - Orléans France  
@SPX Lighting

Technical specifi cations
Lichtquelle LED
LED-Leistung 13 W
Alimentation  Konstantstrom 350mA
Ausstrahlungswinkel 14° oder 25° oder 31°
Farbtemperatur (Step Macadam SDCM2) 3 000 K - 4 000 K 
LED-Lichtstrom 1 190 lm - 1 290 lm
CRI  98 98
R9 > 90 
Lebensdauer 110 000 Stdn. (L80B10)
Steuerung According to selected power supply:  
 Potentiometer / Phase cut / DALI 2
 Casambi / DMX
Kühlungssystem Passiv
Material Gehäuse : Aluminium-aus 
 lackiertem Stahl 
Gewicht 0,700kg 
Farbe  Black or White - Other Ral colors
 upon request
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Dessiné :
Verifié : Date :

Date :
Echelle : A3

IND

1:2 C000-034 A00

333 Avenue Marguerite Perey
77 127 Lieusaint

Tel : 01.82.33.02.80 
@ : www.spx-lighting.com

Finition/Traitement :

Débit :

Ce dessin est la propriété de la 
société PROJETS X  - SPX 
LIGHTING. Il ne peut être 
reproduit sans son accord

f. :   1/1

Masse (g) :

Etats de Surface : Ra1,6

Tolérances générales :
+/- 0,1Dimensionnelles :

Toutes les pièces livrées doivent être ébavurées et dégraissées.
All delivered items must be deburred and degreased.

Réf. Article :xxxxxxF.HALLER
22/07/2022T.ASCHEHOUG

LEXYS étrier - Plan d'encombrement

LEXYS U-BRACKET

Accessories

Dimensions

Blendschutzklappen Filterhalter
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Colorimetry Data
LEXYS U-BRACKET

Manufacturer:

Model:

x

y

u ' R a 98

v ' R 9 96

ANSI/IES TM-30-18 Color Rendition Report

Source:

Date:

Notes: CIE 13.3-1995
(CRI)

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.

COB  3000K

22/07/2022

0.4296

0.4022

0.2466

0.5196
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LEXYS 3000K
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Indicative values varying around the typical value.
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Colorimetry Data
LEXYS U-BRACKET

Valeurs données à titre indicatif, 
variant autour de la valeur typique.

Manufacturer:

Model:

x

y

u ' R a 97

v ' R 9 94

ANSI/IES TM-30-18 Color Rendition Report

Source:

Date:

Notes: CIE 13.3-1995
(CRI)

Colors are for visual orientation purposes only. Created with the ANSI/IES TM-30-18 Calculator Version 2.00.

COB  4000K

22/07/2022

0.3893

0.3893

0.2259

0.5083
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LEXYS 4000K
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Indicative values varying around the typical value.
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Photometry Data
LEXYS U-BRACKET

Warm White

Neutral White

14
°

14
°

Lexys U-BRACKET 4000K 14°

Lexys U-BRACKET 3000K 14°
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FEBRUAR 23A

Photometry Data
LEXYS U-BRACKET

Warm White

Neutral White

Distance (m)

Illuminance (Lux)

Diameter (m)

Diameter (m)

Illuminance (Lux)

Distance (m)

Lexys U-BRACKET 4000K 25°

Lexys U-BRACKET 3000K 25°
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Photometry Data
LEXYS U-BRACKET

Warm White

Neutral WhiteNeutral White

Diameter (m)

Illuminance (Lux)

Distance (m)

Diameter (m)

Illuminance (Lux)

Distance (m)

Lexys U-BRACKET 3000K 31°

Lexys U-BRACKET 4000K 31°
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FEBRUAR 23A

Items References
Power 

Consumption Mounting Versions Power Supply Control Beam Angle Color Temperature Black Finish White Finish

13W U BRACKET Remote According to the chosen power supply 14° Warm White PRI01086 PRI01087
13W U BRACKET Remote According to the chosen power supply 14° Neutral White PRI01088 PRI01089
13W U BRACKET Remote According to the chosen power supply 25° Warm White PRI01090 PRI01091
13W U BRACKET Remote According to the chosen power supply 25° Neutral White PRI01092 PRI01093
13W U BRACKET Remote According to the chosen power supply 31° Warm White PRI01094 PRI01095
13W U BRACKET Remote According to the chosen power supply 31° Neutral White PRI01096 PRI01097

LEXYS U-BRACKET

Accessories References

Black barn doors (RAL 9005) ACC00359

White barn doors (RAL 9010) ACC00360

Black filter holder (RAL 9005) ACC00369

White filter holder (RAL 9010) ACC00370

SPX Lighting Factory - Issoudun - France


