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RUBY PENDANT TRACK COLOURFLOW 
110 W 

 
Specifications : 
 

Type  Ruby Pendant Track ColourFlow, Colour Changing Pendant 
fixture 

Colour Black or white 
Material Powder coated aluminium 
Weight 3600 gram 
Swivel Horizontal, vertical 
Optics 16° | 49° | 63° 
Light source CLS Dynamic Colour COB 
Power Consumption 110 watt 
Led Colours RGB-W 
Driver Driver included | Driver internal 
Dimming DMX512 l DMX Analog dimmable l DMX Hybrid dimmable l 

PWM dimmable 
Connection Cable with open end 
Cable length 200cm – 800cm 
Lifetime 50.000h 
Warranty 5 years 
IP rating IP 20 | IP 
Protection class 1 
Certifications CE 
Accessories Reflectors in several beam angles, honey comb louvre 
Remarks Fitted with a 5 core DMX combi cable 

 
 

Site de production (Siège Social) Zac des Coinchettes 36 100 ISSOUDUN - France - Tél : 02 54 03 02 86 
Bureaux commerciaux 10 rue des Marronniers 94 240 L’Hay Les Roses - France 
Contacts au +33 01 82 33 02 80 - contact@spx-lighting.com - www.spx-lighting.com 


